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COMPLETE  SPECIFICATIONS.
Riveted Work Punching.
Holes for Field Rivets.
Planing and Reaming.
Rivets.
Riveters.
Bolts.
Neat Finish.
Contact Surfaces.
Forged Work Eye-Bars.
WORKMANSHIP.
75.    All riveted work shall be punched accurately with holes 1-16 of an inch larger than the si/.e of the rivet, and when the pieces forming1 one built member are put together, the holes must be truly opposite; no drifting to distort the metal will be allowed; if the hole must be enlarged to admit the rivet, it must be reamed.
76.    All holes for field rivets in floorbeam and stringer connections and splices in tension members, shrill be accurately drilled to an iron  templet or reamed while the connecting parts are temporarily put together.
77.    In medium steel over f of an inch thick, all sheared edges shall be planed, and all holes shall be drilled or reamed to a diameter of | of an inch larger than the punched holes, so as to remove all the sheared surface of the metal.
78.    The rivet heads must be of approved hemispherical shape, and of a uniform size for the same size rivets throughout the work.    They must be full and neatly finished throughout the work and concentric with the rivet hole.
79.    All rivets whei^drivcn must completely fill the holes, the heads be in full contact with thr surface, or countersunk when so required.
80.    Wherever possible, all rivets shall be machine driven.    Power riveters shall be direct -acting machines, worked by steam, hydraulic pressure, nr compressed air.
81.    When   members   are   connected   by   bolts which transmit shearing strains, such bolts must have* a driving fit.
82.    The several pieces forming one built men*-ber must fit closely together, and when riveted s
be free from twists, bends, or open joints.
83.    All portions of the work exposed to v shall be neatly finished.
84.    All surfaces in contact shall be paintnl fore they are put together.
85.    The heads of  eye-bars  shall  be  made
by
\\
s   n
upsetting, rolling, or forging into shape. the body of the bar will not be allowed.
86.    The bars must be perfectly straight be fur** boring.